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Company Profile
Boddingtons Australia Pty Ltd was established in 1997 by its parent company, Boddingtons, who are based in the UK. Boddingtons is
part of Fiberweb plc and is a leading manufacture of plastic films, extruded meshes and netting on state of the art equipment.
Boddingtons' reputation has grown internationally with the export of their
quality products throughout Europe, USA, South America and Asia.

Boddingtons Australia’s manufacturing facility is located in Melbourne where
all our plastic film and tape products can be manufactured to customers’
unique requirements. A comprehensive range of stocked products and texts
are available ex-stock. Boddingtons Australia commands an enviable reputation
for offering quality and affordable products as well as tailor made solutions to
unique requirements. Whether a roll of tape is required or an extruded plastic
mesh, Boddingtons Australia can help. Boddingtons Australia Pty Ltd has
manufacturing and distribution facilities in Melbourne and has quickly
established itself in the Australian and Asian markets with its excellent quality
and customer service focus. Boddingtons in the UK and Australia has ISO 9001:2008 Quality Accreditation.

Mission Statement
To be a world class manufacturer of specialised thermoplastic films, meshes and nets, delivering 100% customer satisfaction.

Our Commitment to the Environment
At Boddingtons we are committed to ensuring that our manufacturing processes and waste materials have a minimal impact on the
environment. We strive to ensure that we manufacture in the most efficient way, using energy in the least wasteful way whilst
optimising production. The waste polymer from our mesh extrusion lines is recycled by our in-house regrinding machines and reused.
Any polymer extrusion that cannot be reground and reused in-house is sent away for reprocessing at specialised plastic recycling
centres in the UK. This policy ensures that the majority of our waste is recycled.

All the company’s thermoplastic extruded mesh and film finished products are
100% recyclable. The polymers used in their manufacture are chemically inert
and therefore will cause no contamination when buried in the soil or exposed
to water. Where possible, Boddingtons recycles all cardboard and paper from
the offices and factory. The company also tries to ensure that packaging
materials are kept to a minimum.

The lighting systems are being transferred to use low energy bulbs,
in both the 90,000 square foot factory and the offices,

ensuring a vast saving in energy.

Putting all these together, Boddingtons hopes to
make a difference and have as little negative impact
on the environment as possible.

Our Terms and Conditions are available on our website,
or by contacting us on (03) 9310 2100

Un-saleable products are granulated for re-extrusion,
ensuring waste is kept to a minimum

All information is offered in good faith and Boddingtons
cannot be liable for any information given. Expert advice from
an appropriate competent professional should be sought
before determining any product is fit for purpose.

BODDINGTONS AUSTRALIA PTY LTD.
are proud members of:

APIA (Australian Pipeline Industry Association)
AWA (Australian Water Association)
AIG (Australian Industry Group)
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CHOOSING THE PRODUCT FOR YOUR APPLICATION

Boddingtons offer a range of solutions for the cable & pipeline market that are designed to act as a warning to
future excavations of the service beneath, allow the location of non-metallic pipes beneath and the protection
from impact to pipelines or buried services.

WARNING
A range of products to warn of
dangers of underground buried pipes
and cables - Underground Warning
Tapes & Underground Warning Mesh

DETECTION

Warning tapes & mesh that
incorporate detectable wires that can
be located using cable and pipe
detectors - Products including:
Detectamesh® & Wavelay®

PROTECTION

A range of products to protect pipes
and cables from impact damage
from future excavations and backfill
on installation - Cable & pipeline
protection mesh & Rockshield mesh
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Material - High quality low density
polyethylene.

Lead free pigments with virgin grade film.

Soil tolerance from-pH 2.5 to
pH 11.0 inclusive.

Manufactured in accordance with
AS/NZS 2648.1:1995.

Various thicknesses of polyethylene
available.

Utilitape™ is the most economical way of warning
excavators of buried services below ground. Our
tapes can be printed with any text in any language,
any colour and any size, manufactured to your
specifications. Standard texts are available ex-stock.

STANDARD
PRODUCTS

TEXTS SIZE PART NUMBER TEXTS SIZE PART NUMBER

150mm x 500mtrs A0101414CAG
100mm x 250mtrs A0101414CCBDANGER BURIED GAS MAIN BELOW

150mm x 500mtrs A02011TVCAG
100mm x 250mtrs A0201154CCBDANGER BURIED COMMUNICATION

CABLE BELOW

150mm x 500mtrs A0701604CAG
100mm x 250mtrs A0701604CCBDANGER BURIED ELECTRIC CABLE BELOW

100mm x 250mtrs A0501510CCBDANGER BURIED FIRE MAIN BELOW

150mm x 500mtrs A0401WATCAG
100mm x 250mtrs A0401080CCBDANGER BURIED WATER MAIN BELOW

100mm x 250mtrs A0301081CCBDANGER BURIED IRRIGATION MAIN BELOW

150mm x 500mtrs A3701125CL5
100mm x 250mtrs A3701125CCBDANGER BURIED SEWER MAIN BELOW

100mm x 250mtrs A3701126CCBDANGER BURIED SEWER JUNCTION BELOW

100mm x 250mtrs A2001F25UCBDANGER BURIED POTABLE WATER BELOW

100mm x 250mtrs A0301F25UCBDANGER BURIED STORMWATER MAIN BELOW

100mm x 250mtrs A2001088CCBDANGER BURIED RECYCLED WATER MAIN BELOW

200mm x 500mtrs A0701F22CDGWARNING TELECOMMUNICATIONS GAS MAIN ELECTRICITY CABLES

• Special manufacture available in any colour, size and text message

Underground Warning Tape
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Mesh manufactured from virgin
homopolymer polypropylene.

Top tape is virgin grade, lead free,coloured
and printed polyethylene which is
laminated to the centre band of the mesh.

Supplied with plastic side flanges for ease
of installation.

Various colours and text messages are
available complying to Australian regulations.

Utilinet™ underground warning mesh is an
excellent warning device for underground
buried services. This brightly coloured mesh
has a middle strip that can be printed with a
warning message for easy recognition on
excavation.

STANDARD PRODUCTS

MESH STRUCTURE

TEXTS SIZE PART NUMBER

100mm x 100mtrs A0101MA9UCC
100mm x 250mtrs A0101MA9CCB
200mm x 100mtrs A0101MA9UDC

DANGER BURIED GAS MAIN BELOW

200mm x 100mtrs A0101MC0UDC
200mm x 200mtrs A0101MCOUCC

DANGER BURIED HIGH PRESSURE GAS MAIN BELOW

200mm x 100mtrs A0401MA9UDCDANGER BURIED WATER MAIN BELOW

200mm x 100mtrs A3701MA9UDCDANGER BURIED SEWER MAIN BELOW

200mm x 100mtrs A0601NPWUDCDANGER BURIED NON POTABLE WATER MAIN BELOW

200mm x 100mtrs A0401MA9UDDDANGER BURIED RECYCLED WATER MAIN BELOW

COLOURS SIZE TEXT

Widths - 100mm
200mm

Lengths - 100mtrs
250mtrs

Any Text
Any Logo

SPECIAL PRODUCTION AVAILABLE

Underground Warning Mesh
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Side flanges available.

Direct connection of wires.

Various colours and text messages
complying to Australian regulations are
available.

Crimps and crimping tool available.

Detectamesh® is a high strength, coloured, rot-resistant,

homopolymer polypropylene mesh, incorporating a

traceable 0.7mm AISI Grade 316 stainless steel wire

and overprinted with a warning message in black.

Used with standard pipe and cable locators for the

location of non-metallic underground buried

services.

To ensure a continuous signal along
the mesh, it is important to use our
wire crimps and crimping tool. This
gives the join sufficient strength to
cope with most backfills. If installed incorrectly, then the signal
may not pass from join to join. Crimping Tool - Y0133202
Stainless Steel Wire Crimps - Y0100001 (Pack of 100)

STANDARD PRODUCTS

Mesh Structure

ACCESSORIES

TEXTS SIZE PART NUMBER

DANGER BURIED GAS MAIN BELOW 200mm x 100mtrs E0101MBOUDC

200mm x 100mtrs E0401MBOUDC

200mm x 100mtrs E0501MBOUDC

200mm x 100mtrs E0601NPWUDC

200mm x 100mtrs E0701F23UDC

200mm x 100mtrs E2001MEOUDC

200mm x 100mtrs E2001M24UDC

200mm x 100mtrs E3701MBOUDC

DANGER BURIED WATER MAIN BELOW

DANGER BURIED FIRE MAIN BELOW

DANGER BURIED NON POTABLE WATER MAIN BELOW

DANGER BURIED ELECTRIC CABLE BELOW

DANGER BURIED RECYCLED WATER MAIN BELOW

DANGER BURIED POTABLE WATER MAIN BELOW

DANGER BURIED SEWER MAIN BELOW

COLOURS SIZE TEXT

Widths - 100mm
200mm

Lengths - 100mtrs
250mtrs

Any Text
Any Logo

SPECIAL PRODUCTION AVAILABLE

Detectable Tape
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Unique wire design allows enhanced
detectability and the product to stretch
by over 25% before breaking.

Top printguard layer protects the
wires and the warning message.

Corrosive resistant stainless steel wire with
tensile strength of 680N/mm2.

Manufactured using a 0.7mm AISI Grade 316

stainless steel tracer wires, laid in a sinusoidal

wave pattern, and laminated between two layers

of low density lead free virgin grade rot-resistant

polyethylene.

.

DANGER BURIED WATER MAIN BELOW

Rust free stainless
steel tracer wire

Coloured tape with
printed message

Wire in constant contact with earth

Clear PE film

STANDARD PRODUCTS

TEXTS SIZE PART NUMBER

100mm x 250mtrs E0101414UCBDANGER BURIED GAS MAIN BELOW

100mm x 250mtrs E0201154UCBDANGER BURIED COMMUNICATION
CABLE BELOW

100mm x 250mtrs E0301F25UCBDANGER BURIED STORMWATER MAIN BELOW

100mm x 250mtrs E0401080UCBDANGER BURIED WATER MAIN BELOW

100mm x 250mtrs E0501510UCBDANGER BURIED FIRE MAIN BELOW

100mm x 250mtrs E0701F23UCBDANGER BURIED ELECTRIC CABLE BELOW

100mm x 250mtrs E2001088UCBDANGER BURIED RECYCLED WATER MAIN BELOW

100mm x 250mtrs E2001F24UCBDANGER BURIED POTABLE WATER BELOW

100mm x 250mtrs E3001081UCBDANGER BURIED IRRIGATION MAIN BELOW

100mm x 250mtrs E3701125UCBDANGER BURIED SEWER MAIN BELOW

100mm x 250mtrs A0301080UCBDRINKING WATER BELOW

Joining
Diagram

Crimping Tools
and Stainless
Steel Crimps
also available

CUSTOM MANUFACTURE WAVELAY TO YOUR
SPECIFIC WIDTH, LENGTH, COLOUR AND TEXT REQUIREMENTS

CONTACT US FOR A FREE, NO OBLIGATION QUOTE.

Detectable Tape

7

Pi
p

el
in

e
&

C
ab

le
D

et
ec

ti
o

n
®

www.boddingtons.com.au

Wavelay® can be supplied on wooden drums in lengths of up to 3,000 metres for direct ploughing.
Wavelay® can be supplied with two (2) tracer wires.
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200mm x 3mm x 50mtrs

400mm x 3mm x 50mtrs

600mm x 3mm x 50mtrs

800mm x 3mm x 50mtrs

1,000mm x 3mm x 50mtrs

1,500mm x 3mm x 50mtrs

1,500mm x 3mm x 50mtrs

Manufactured to order

Other colours available

600mm x 50 rolls
available ex-stock in the
standard weight 600g/m2

(Yellow only)

STANDARD PRODUCTS & SIZES

High impact resistance

Each roll is bagged for protection

Average tensile strength of filament 100
newtons per filament

Excellent chemical resistance to - Sulphuric
Acid, Hydrochloric Acid, Ammonia, Sodium
Hydroxide, Volatile Oil, Sea Water, Acetone,
Toluene and Benzene.

Maxigrid™ Utility Protection Mesh is manufactured
from high density polyethylene and offers excellent
protection to buried services. It is usually supplied in
roll form in lengths of 50 metres.

RED

YELLOW

ORANGE

COLOURS

Maxigrid™ Utility Protection Mesh
Pi

p
el

in
e

&
C

ab
le

Pr
o

te
ct

io
n

®

8



Unit Weight
Kg/m2

Roll Size
(m) Thickness

Mesh
MaterialColour

1m x 20m

2m x 20m

2

2

14mm

14mm

Yellow

Yellow

Tensile Strength

16kN/m

16kN/m

Virgin HDPE

Virgin HDPE

Part Number

054039

054046

Maxigrid™ Plus Utility Protection Mesh
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MaxiGrid™Plus is a premium quality, extremely tough,
strong and thick extruded thermoplastic mesh to
protect underground cables and pipes from damage
from rogue excavations. The heavy duty mesh should
be laid when backfilling the trench halfway between
the pipe/cable and the surface to provide a high impact
resistance barrier against future excavations (mechanical
or hand).

Manufactured from HDPE, the mesh is extremely
durable, easily installed and supplied on a roll. The mesh
is bright yellow which ensures it is clearly visible and its
high impact resistance ensures the cable or pipe can
remain un-harmed by rogue excavators.

Very high impact resistance

High tensile strength 16kN/m

Excellent chemical resistance

14mm thick material

Supplied on an easy
to install roll
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Pipe Protection Mesh

Protectamesh™HD Rockshield is a new thick
pipeline protection mesh manufactured by
Boddingtons for protecting pipeline coatings from
rock backfills. Protectamesh™HD cushions the
impact of rocks which can cause damage to the
pipe coating and result in the corrosion of the
pipeline and is essential for projects where
pipelines are constructed through rocky terrain.

Protectamesh™HD is a three dimensional bi-planar

extruded diamond structured mesh manufactured

from low-density polyethylene. Protectamesh™HD

offers protection from abrasive objects after

installation, prohibiting geological ground

movements from damaging your pipeline.

Mesh thickness of 10mm (0.40”)

Supplied in widths 1.22m, 1.53m or
1.83m (4ft, 5ft or 6ft)

Can be supplied in rolls or in pads for easy
installation (cut pieces)

Black or Yellow colours available

High impact resistance to ASTM G13 MOD

High impact strength and tensile strength

Up to half the weight of alternatives

Flexible for easy handling at low temperature

Chemically inert

Porous mesh structure allows water flow
for cathodic protection and testing

Protectamesh™ HD is essential where pipelines are
constructed through rocky terrain

Protectamesh™ HD protects the pipe’s anti-corrosion
coating

Protectamesh™HD
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® Protectamesh™HD

WIDTH THICKNESS
g/m2
UNIT WEIGHT

lb/ft2
COLOUR

1.22m (4ft)

1.22m (4ft)

1.53m (5ft)

1.53m (5ft)

1.83m (6ft)

1.83m (6ft)

10mm (0.40”)

10mm (0.40”)

10mm (0.40”)

10mm (0.40”)

10mm (0.40”)

10mm (0.40”)

1500

1500

1500

1500

1500

1500

0.32

0.32

0.32

0.32

0.32

0.32

Black

Yellow

Black

Yellow

Black

Yellow

APERTURE
(Diamond structure)

4mm x 4mm (0.16” x 0.16”)

4mm x 4mm (0.16” x 0.16”)

4mm x 4mm (0.16” x 0.16”)

4mm x 4mm (0.16” x 0.16”)

4mm x 4mm (0.16” x 0.16”)

4mm x 4mm (0.16” x 0.16”)

Lightweight

Cost effective

Manufactured to withstand extreme
weather conditions, hot to cold

Protects pipe coating from
protruding rocks

Available in rolls or pads

Minimises abrasion of coating from
pipe movement underground

Protectamesh™ used to protect the pipeline from the concrete
saddle weights.

P ro tec tamesh ™

HD is flexible even
at sub-zero
temperatures

Protectamesh™ absorbs any movement between the pipe
and the concrete saddles.

Available in black
or yellow

Technical Specifications
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Rockshield meshes are manufactured from high density
polyethylene, and are designed to act as a shield
against impact damage from rocks during backfilling,
ensuring the protective coatings on the pipes are not
damaged. Rockshield meshes can be used where
metallic pipes are installed in rocky terrain, or in areas
where soil movement is a possibility.

The polyethylene mesh can incorporate a blowing
agent to produce a strong cellular cushioning structure
offering maximum protection against rock impact
damage during backfilling operations and protruding
rocks in the trench. Chemically inert, the mesh will not
rot and the open mesh structure allows water to flow
around the pipe ensuring cathodic protection is not
affected.

Various grades of mesh are offered to produce a range of
solutions to meet the most demanding conditions. A wide
range of alternative grades can be manufactured to your
specification subject to a minimum order quantity.
Rockshield mesh can be manufactured in various roll sizes
and cut pieces, with widths between 1m to 2.5m wide and
in various lengths. Custom mesh structures and roll sizes
can be manufactured to suit individual requirements subject
to minimum order quantities.

High resistance to compression, tearing
and wearing

Adaptable to all pipeline sizes

Chemically inert

Light, flexible and easy to install in
3 different ways

Durable without the loss of the cushioning
characteristics

Unaffected by temperature extremes and
wet weather

Maintains cathodic protection without
inhibiting cathodic flow

Rockshield Pipe Protection Mesh
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® PE Cable Protection Covers

Heavy duty, yet lightweight polyethylene cable covers,
incorporating a coloured printed polyethylene warning
tape laminated to the top surface. Our cable covers
should be laid over high voltage power cables or
other buried services which require additional protection.

Technical Specifications

Other texts are available including fibre optic cables,
gas pipelines and water pipelines.

Specially printed texts and other sizes of cable cover
can be manufactured to order on request, subject to
quantity.

High impact resistance, manufactured
to A.S. 4702

Rot resistant

Lightweight, meaning low transportation and
installation costs

Provides increased protection for underground
cables

Increased protection against accidental
mechanical damage

Creates a physical barrier

Special manufacture available
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DIMENSIONS

WIDTHS LENGTHS

PRODUCT
TEXT/COLOUR

MATERIAL

200mm, 250mm,
300mm, 350mm,

450mm
2m Slabs Polyethylene

150mm, 200mm,
250mm,

25m Rolls Polyethylene

300mm, 350mm 20m Rolls Polyethylene

Different width sizes are available and can be ordered to suit your requirements

14
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® Barrier Fencing Mesh

Barrier Tapes

Industrial Site Safety Tapes

High strength non-adhesive barrier tape, which will not
stretch like standard barrier tapes. Ideal for events
where a longer lasting tape is required.

Used by industry to warn the workforce and the
public of dangers from chemicals, explosions and
asbestos etc. Ideal for any construction site with
many texts available from stock. Manufactured from
high strength polyethylene, the non-adhesive barrier
tapes are printed with a warning text and
internationally recognised symbol if appropriate.

15www.boddingtons.com.au

A high quality durable barrier fencing mesh, ideal for
cordoning off areas on construction sites and at
sporting events. Manufactured in different weights
and grades to suit applications.

Barrier fencing mesh is easy to erect using steel
fencing pins and provides higher visibility and more
protection than standard barrier tapes.

Material: PPC UV Stabilised
Roll Size: 1m x 50m
Grade (g/m2): 110 Orange Ptn: B0700M19U85

160 Orange Ptn: B0700M55U85
160 Blue Ptn: B0300M45U85
160 Yellow Ptn: B0100M45U85
160 Green Ptn: B0400M45U85
280 Orange Ptn: B0700M59U85

Material: Virgin LDPE
Roll Size: 75m x 250m

150mm x 100m
Colour: Industry Standards
& Text International Symbols

Material: LDPE
Roll Size & colour:
Red/White 75mm x 500m Ptn: B0210001MBG
Black/Yellow 75mm x 500m Ptn: B0101001MBG
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Unit 1-3, 42-46 Vella Drive, Sunshine West,
Melbourne, Australia VIC 3020

Tel: +61 (3) 9310 2100
Fax: +61 (3) 9310 2466

Toll free: 1800 357 211 (Australia Wide)

e.mail: boddsales@boddingtons.com.au
www.boddingtons.com.au

Boddingtons is part of Fiberweb plc


